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LIMIT OF TURN LANE

N IMPROVEMENTS

SDWL

SITE LAYOUT KEY NOTE

DESCRIPTION DTL #/SHT #

ASPHALT PAVEMENT

CONCRETE PAVEMENT

CONCRETE EXTRUDED CURB

CONCRETE RIBBON CURB

CONCRETE SIDEWALK

ASPHALT WALKING TRAIL

SIDEWALK JOINTS

DRIVEWAY RAMP

DIRECTIONAL ARROW

PEDESTRIAN CROSSWALK

CONCRETE RETAINING WALL

SEGMENTAL RETAINING WALL
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24" PAINTED STOP BAR

DSYL

500" SIGHT LINE |
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FOR FUTURE WIDENING OF
ROCKY FORK ROAD

STOP BAR

SIGNAGE KEY NOTE

DESCRIPTION DTL #/SHT #

ACCESSIBLE PARKING SIGN

ACCESSIBLE PARKING SIGN IN BOLLARD

ACCESSIBLE PASSENGER LOADING/UNLOADING SIGN

"STOP™ SIGN

"DO NOT ENTER” SIGN

"ONE WAY” SIGN

FIRE LANE SIGNAGE
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DIRECTIONAL SIGNAGE

PAVEMENT MARKING & SIGNING NOTES:

1. THE TOP OF THE SIGN FOOTINGS SHALL BE PLACED LEVEL WITH THE GROUND LINE.

2. AFTER THE SIGN LOCATIONS HAVE BEEN STAKED, BUT PRIOR TO ORDERING ANY MATERIAL FOR THE SUPPORTS, THERE
SHALL BE A FIELD INSPECTION AND APPROVAL BY THE ENGINEER.

3. THE LETTERS, DIGITS, ARROWS, BORDERS AND ALPHABET ACCESSORIES ON ALL FLAT SHEET SIGNS SHALL BE APPLIED BY
SILK SCREENING PROCESS, EXCEPT THAT CUT-OUT DIRECT APPLIED COPY SHALL BE USED ON ALL FLAT SHEET SIGNS
WITH A GREEN BACKGROUND, OR BROWN BACKGROUND.

4. ALL SIGNAGE TO BE IN ACCORDANCE WITH THE MANUAL OF UNIFORM TRAFFIC CONTROL DEVICES (CURRENT EDITION).
COORDINATION WITH METRO PUBLIC WORKS AND THE T.D.0.T. STANDARDS AND SPECIFICATIONS WILL ALSO BE IN
AGREEMENT WITH ROADWAY DESIGNATIONS.

5. SIGNS SHALL BE PLACED 2' FROM THE FACE OF CURB TO EDGE OF SIGN. SIGN HEIGHT SHALL BE 7' MEASURED FROM
THE STREET SURFACE TO THE BOTTOM OF THE SIGN.

6.  ALL PAVEMENT MARKINGS SHALL CONFORM TO THE MANUAL OF UNIFORM TRAFFIC CONTROL DEVICES (CURRENT EDITION).
COORDINATION WITH METRO PUBLIC WORKS AND THE T.D.0.T. STANDARDS AND SPECIFICATIONS WILL ALSO BE IN
AGREEMENT WITH ROADWAY DESIGNATIONS.

7. ALL PAVEMENT MARKINGS AND STRIPING SHALL BE THERMOPLASTIC.

8.  THE PAINTED MARKINGS ON THE DETOURS, LANE SHIFT CENTERLINE, EDGEWISE OR LANE LINES, WILL BE INSTALLED AND
MAINTAINED TO THE SAME STANDARDS AS FOR PERMANENT MARKINGS ON THE MAIN ROADWAY. THESE MARKINGS WILL BE
MEASURED AND PAID FOR UNDER CONSTRUCTION TRAFFIC CONTROL.

9. BEFORE OPENING DETOURS AND LANE SHIFTS TO TRAFFIC, THE TRANSITIONAL MARKINGS ON THE EXISTING ROADWAY MUST
BE IN PLACE. ALL EXISTING MARKINGS IN THE AREA OF THESE TRANSITIONAL MARKINGS SHALL BE OBLITERATED TO
ELIMINATE CONFLICTING MARKINGS. REMOVAL OF THE EXISTING CONFLICTING MARKINGS WILL NOT BE MEASURED AND PAID
FOR DIRECTLY, BUT THE COST WILL BE INCLUDED CONSTRUCTION TRAFFIC CONTROL.

10. ALL DETOURS SHALL BE PAVED, STRIPED AND SIGNED BEFORE [T IS OPEN TO TRAFFIC.
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LIMIT OF TURN LANE
IMPROVEMENTS

PROPOSED FEATURES LEGEND

CONCRETE SIDEWALK

HEAVY DUTY PAVEMENT

PAINTED STRIPE

CONCRETE CURB

SINGLE SOLID YELLOW LINE SSYL
SINGLE DASHED WHITE LINE SDwL
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ROCKY FORK
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